
 

 
 

 

 

 

 

 

 

 

 
Forword: 

 
A loudspeaker system from L-Acoustics is installed in the Friedrich-von-Thiersch-Halle. The loudspeaker system 
can be set up in various configurations depending on requirements. The system is designed to be redundant for 
audio signals between the feed point (transmission point) of the audio signal via production to the amplifiers. 
 
Components oft he loudspeakter system: 

 
• Permanently installed loudspeaker system: 

o Behind the wall paneling on each side: 4x L-Acoustics A10 
   1x L-Acoustics KS21 

 
• Small line array loudspeaker system: 

o Suspended on each side:  12x L-Acoustics KIVA ll 
o Stacked on each side:  4x L-Acoustics KS21 

 
• Large line array speaker system: 

o Suspended on each side:  12x L-Acoustics KIVA ll 
o Flying on each side:  3x L-Acoustics SB15m als Cardioid-Anordnung 
o Flying on each side: 1x L-Acoustics X8 als Outfill 
o Stacked on each side:  4x L-Acoustics KS21 

 
• Permanently installed delay speaker system: 

o Nearfill:   7x L-Acoustics 5XT 
o Stalls:   12x L-Acoustics 5XT 
o Cluster for balcony:  4x L-Acoustics A10 
o Balcony speakers:  2x L-Acoustics A10 

  8x L-Acoustics X8 
   

Audio signal feed: 
 
The audio signal feed is provided on stage on the right or left in two possible ways: 

 
1. Dante:   4 channels via 2x CAT network cable (primary & secondary), divided into: 

PA left 
PA right 
Sub left 
Sub right 
 

2. Analog:  Analog: 4 channels per channel 3-pin XLR cable, divided into: 

PA left 
PA right 
Sub left 
Sub right 
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Assigned suspension points: 
 

• Depending on the speaker variant, the following suspension points are assigned: 
 

o Permanently installed speaker system: 
 No assignment of suspension points 

 
o Small line array speaker system: 

 B2-1 when the forestage is at the bottom or top 
 B2-4 if forestage is below or above 

 
o Large line array speaker system: 

 Forestage below: 
• B1-1 & B1-4 
• B2-1 & B2-4  

 Forestage above: 
• B2-1 & B2-4 
• B3-1 & B3-4  

 
If you are using the loudspeaker system and require additional suspension points, please do not hesitate to contact 
us. An overview of the suspension points can be found on our Homepage under the information sheet 
“Registration – Rigging Kurhaus.” 
 
 
Important information: 
 

• It is not possible for production to connect to the system via L-Acoustics LA Network Manager. The 
system has been calibrated by the manufacturer and will not be changed! 

• On request, the Kurhaus event technicians can change the levels of the individual zones by +-6dB. 

 
Please let us know which speaker system configuration or additional services you require for your event. We will 
prepare a customized quote based on your requirements. On request, we can also book the complete sound 
equipment (e.g., microphones, monitor speakers, mixing console, etc.) including technical staff. 
 
Please note that surcharges will be applied for last-minute orders. Please refer to our current price list, which you 
can find here, for the relevant terms and conditions. 
 
 
 
If you have any general questions, please do not hesitate to contact us. 
 
Wiesbaden Congress & Marketing GmbH | Postfach 38 40 | 65028 Wiesbaden 
 
Kurhaus Wiesbaden:   vat-khs@wicm.de 
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